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Position elements

Dimensions Part number Description

P1-Li-Q25L Captive positioning element; 
laterally inserted in sensor groove; 
incl. rod-end bearing to mount M5 
threaded rods

P1-Li-Q25L Captive positioning element 
applied in extremely strong 
magnetic fields, such as welding 
areas; laterally inserted in sensor 
groove; incl. rod-end bearing to 
mount M5 threaded rods

P2-Li-Q25L Floating positioning element, 
operates at a distance of  
0-4 mm to the sensor surface

P4-Li-Q25L Floating positioning element, 
applied in extremely strong 
magnetic fields, such as welding 
areas; operates at a distance  
of 0-4 mm to the sensor surface

P3-Li-Q25L Floating positioning element;  
right angle orientation;  
operates at a distance of  
0-4 mm to the sensor surface

CA*E-Q21 Control arm;  Can be used with  
P1-Li-Q25L and RE-Q21 to connect 
the positioning element to an 
actuator.   
 
*  �Length specified in inches.    
3, 6 and 9 inches are standard 
lengths.  Other lengths available, 
consult factory for part numbers 
and availability.

RE-Q21 Rod End;  Can be used with  
P1-Li-Q25L and CA*E-Q21 to 
connect the positioning element  
to an actuator.
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Dimensions Part number Description

M1-Q25L Mounting foot for Q-track™  
linear position sensors;  
Two mounting feet should be used 
for devices with a measuring range 
of up to1,000 mm;  
Material: stainless steel;  
2 pcs. per bag.

M2-Q25L Mounting foot for Q-track  
linear position sensors;  
Two mounting feet should be used 
for devices with a measuring range 
of up to 1,000 mm;  
Material: stainless steel;  
2 pcs. per bag.

M4-Q25L Mounting bracket for Q-track linear 
position sensors;  
Two mounting feet should be used 
for devices with a measuring range 
of up to 1,000 mm; 
Material: stainless steel;  
2 pcs. per bag.

MN-M4-Q25 Sliding blocks with M4 thread for 
back side groove of Q-track  
linear position sensors;  
Material: Brass;  
10 pcs. per bag.

Only available separately, not as a 
kit with linear position sensors.

A comprehensive range of accessories is 
available for mounting.  Sliding blocks, 
the sensor groove and different brackets 
provide many mounting possibilities. 
Flexibility is guaranteed, as accessories are 
available for all borehole distances 

Mounting accessories
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USA
TURCK Inc.
3000 Campus Drive
Minneapolis, MN 55441
Phone:	 (763) 553-7300
Fax:	 (763) 553-0708
Application Support:
1-800-544-7769
E-mail:	 turckusa@turck.com
www.turck.us

MEXICO
TURCK MEXICO S. DE R.L. DE C.V.
Carr. Saltillo-Zacatecas km 4.5 s/n
Parque Industrial “La Angostura”
Saltillo, COAH.  C.P. 25070
Mexico
Phone:	 +52 (844) 411-6650/46
Fax:	 +52 (844) 482-6926
Local Toll Free: 01-800-01-88725
E-mail:	 ventasmexico@turck.com

CANADA
Chartwell Automation Inc.
140 Duffield Drive
Markham, Ontario
Canada, L6G 1B5
Phone:	 (905) 513-7100
Fax:	 (905) 513-7101
Toll Free: 1-877-513-7769

AUSTRALIA
TURCK Australia Pty. Ltd.
Unit 5, 6-7 Gilda Court
Mulgrave, Victoria 3170 
Australia
Phone:	 (+61) 3 9560 9006
Fax:	 (+61) 3 9560 1620 
Local Toll Free:  1300 132566 
E-mail:	 turckaustralia@turck.com

GERMANY
WORLD HEADQUARTERS
Hans TURCK GmbH & Co. KG
Witzlebenstrasse 7
D-45472 Muelheim an der Ruhr
Federal Republic of Germany
Phone:	 (+49) 208-49 52-0
Fax: 	 (+49) 208-49 52 264
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